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Technical Specification for the Order of FUJI space Elevators  
	Purpose of the building 
	Residential Complex /Office Building

	Block/Section
	-

	Elevator No.
	LFR1/L1

	Number of elevators
	Indicate the quantity of elevators

	Type of elevator
	Goods-passenger / Fire-fighting / Passenger / Freight / Hospital / Car elevator / Panoramic

	Speed (m/s)
	1/1,5/1,75/2/2,5/3/4

	Load capacity (kg)
	450/630/800/1000-10000 Specify according to the project

	Number of passengers
	

	Number of floors/stops/doors
	Indicate a number ranging from 2 to 55

	Doors (width × height)
	 Specify according to the project

	Type of door opening
	Telescopic / Central

	Dimensions of the cabin, mm. (width × depth × height)
	Specify according to the project

	The cabin is pass-through
	Yes/No 

	Shaft:
	Reinforced concrete / Brick / Metal structure 

	Location of the MP
	With MP or Without MP

	Dimensions of the shaft (mm) (width × depth)
	Specify according to the project.

	Depth of the recess (mm)
	Specify according to the project.

	Lifting height (mm)
	Specify according to the project.

	Height from the last stop to the cover plate in the lift shaft (mm)
	Specify according to the project.

	Total height of the shaft (mm)
	Specify according to the project.

	Fire resistance
	Е30/Е60/Е120/Ei30/Ei60/Ei120

	Fire protection special-purpose elevator (with a hatch door of 500×700 mm and equipped with a staircase)
	Yes / No

	Seismic sensor with a seismic rating of up to 9 degrees
	Indicate up to how many degrees 

	Special 2-in-1 photoelectric element
	Standard

	Floor names
	Specify according to the project.

	Floor markings
	Specify according to the project.

	Structural opening of shaft doors (mm) (width × height) 
	Specify according to the project, with reference to the front wall

	Car cabin
	Painted steel / Stainless steel / Metal-plastic / Designer-style

	Floors
	PVC / Ribbed

	Ceiling
	Specify the item number 

	Elevator shaft doors
	Painted steel / Stainless steel 

	Command panel
	Standard 

	Button color
	Blue/White/Red

	Monitor
	Matrix/LCD. Specify the size in inches if a non-standard size is required 

	Elevator call panel on each floor
	Standard 

	Handrail
	In the standard, there is one handrail which is flat or tubular. If more handrails are needed, please specify in the technical specification. 

	V&M Voice Announcement and Music Accompaniment System
	Standard

	Air-C+ Air Purification System
	Standard

	ARD
	If it is necessary, please specify it in the technical specification .

	Video surveillance
	If it is necessary, please specify it in the technical specification .

	Dispatch system iLIFT
	If it is necessary, please specify it in the technical specification .




Please feel free to contact us regarding all questions at a time convenient for you.
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